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Si vous détectez des erreurs dans ce catalogue, s ’il-vous-plaît, nous en aviser

Nous désirons que les informations soient le plus précises possible.
Nous apprécions votre aide à ce sujet.

Veuillez nous contacter par courriel pour tous
commentaires / suggestions et/ou corrections à :

admin@atelierjp.ca

70, Route 104, St-Jean-sur-Richelieu (Québec) Canada J2X 1H1
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Air Dryer AD-9
J109685N

J109685X

J065224X

J109685HX

J181685DLU

12 volts new

12 volts rebuilt

24 volts rebuilt

12 volts for holset compresser

12 volts with extended port

AD-9 Cover assembly
Includes installation O ’ring

J065229X

J065231X

24 volts rebuilt

12 volts rebuilt

AD-9 Desiccant cartridge
Includes installation O ’ring

J107794N

J107794X

New with uop desiccant

Rebuilt with uop desiccant

AD-9 Purge valve assembly

J5004342X

J5004341N

J5004341X

24 volts rebuilt

12 volts new

12 volts rebuilt
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Check valve 1/2 NPT

Soft seat

AD-9 Check valve assembly

J107800N Check valve (AD-9)

AD-9 Safety valve
Safety valve 1/4 NPT

J11033 Safety 150 psi

AD-9 Mounting bracket kit
For AD-4 and AD-9 dryer

J107695N Mounting bracket

AD-9 Purge valve kit

J5005893N Repair kit
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Includes assembly lubricant

AD-9 Heater + thermo kits

109579

J109578N Heater 12 volts (white)

Heater 24 volts (grey)

Power plug
Replaces: Bendix 109869, WABCO SRWABCC02

J109869N Heater power harness
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With uop desiccant

Air dryer AD-1P

J109477N

J109477X 12 volts rebuilt

12 volts new

AD-1P Desiccant cartridge
Includes installation O ’ring

J109493N New with uop desiccant

AD-1P Purge valve assembly
With tool and lubricant

JK022105N

J800404N

New style

Old style use K022105N

Safety valve 1/4 NPT

AD-1P safety valve

J11033 Safety 150 psi
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Includes assembly lubricant

AD-1P Heater and thermo kits

109496

J109495N

Heater 24 volts

Heater 12 volts

AD-1P Check valve kit
Complete kit

109494 Kit

AD-1P Mounting bracket kit
Complete kit

5001247 Mounting Bracket

AD-1P Power plug
Replaces: Bendix 109869, WABCO SRWABC002

J109869N Heater power harness
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Cartridge AD-SP
Replaces Bendix 109994
5008414 and 5008415

J950011 New cartridge

Air dryer AD-SP

800972

800887

24 volts new

12 volts new

Purge kit AD-SP
Complete kit

109995 Purge valve kit

Heater + thermo kits
Includes assembly lubricant

109496

J109495N

Heater 24 volts (grey)

Heater 12 volts (white)
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AD-SP power plug
Replaces: Bendix 109869, WABCO SRWABC002

J109869N Heater power harness

Complete kit

AD-SP check valve kit

5005624 Kit

7-7

ASSÉCHEURS D
’AIR  |  AIR DRYER



ATELIER

450 346-6878  |   866-960-8313

BENDIX

Safety valve 1/4 NPT

Safety valve

J11033 Safety 150 psi

Purge valve assembly AD-1S
With tool and lubricant

JK022105N

J800404N

New style

Old style use use JK022105N

Cartridge AD-1S
Replaces Bendix 109994
5008414 and 5008415

J95001 New cartridge

New complete dryer

Air dryer AD-1S

J801145N

J801266N

24 volts new

12 volts new
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Power plug AD-1S
Replaces: Bendix 109869, WABCO SRWABC002

J109869N Heater power harness

Includes assembly lubricant

Heater and thermo kits AD-1S

109496

J109495N

Heater 24 volts

Heater 12 volts

Non-ajustable pressure
range p.s.i = 105-130

D-2 Governor

800361 D-2 gouvernor

Delivery check valve kit
Includes governor gasket large O’ring, spring,
check valve body, small O’ring

5004052 Kit
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